Zmluva o dodani tovarov podla ustanovenia § 269 ods. 2 zdkona ¢. 513/1991 Zb, Obchodny zdkonnik v
zneni neskorsich predpisov

“Dodanie bezdrétovych pristupovych bodov na verejnych priestranstvach v ramci obce
Kvasov.”

s
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I. Zmluvné strany

Objednavatel: Obec Kvadov % -1 1
Adresa: Kvasov 174, 02062 KvaSov "1 Pagwent
V zastupeni: Ing. Marian Pavlik, starosta obce Kvasov ’
Bankové spojenie: Prima banka Slovensko, a.s.

Cislo Gétu/IBAN: SK8556000000002820576004

1IC0: 00692387

Zhotovitel: Nelson Services, s. r. 0.

Adresa: Konskd 338, 013 13 Konska

V zastlpeni: Stefan Janura, konatel

Bankové spojenie: V3eobecnd lverova banka, a.s.

Cislo G¢tu: SK57 0200 0000 0021 6850 3858

ICO: 36361585

IC DPH: SK2022185704

Il. Predmet zmluvy

Zhotovitel sa zavdzuje vykonat za podmienok uvedenych v tejto zmluve pre objednavatela: Wifi systém obce
v ramci projektu ,Dodanie bezdrotovych pristupovych bodov na verejnych priestranstvach v ramci obce
Kvasov, KvaSov 174, 02062 Kvasov, podla cenovej ponuky ,Dodanie bezdrétovych pristupovych bodov na
verejnych priestranstvdch v rdmci obce”. Stii¢astou dodania tovaru je aj dodanie materialu na jeho vykonanie,
ako aj vykonanie skisok jeho funkénosti a spisanie protokelu o ski3kach, t.j. projektova dokumentécia, ktora
bude obsahovat sietové zapojenie aktivnych prvkov siete s IP adresnym planom, simulaciou pokrytia priestoru,
meranie skutofného pokrytia, technické listy aktivnych prvkov, funkény popis a vyobrazenie obsahu hotspot
portalu s umiestnenym logom. Vybudovana WiFi siet bude pouZivat oznalenie siete (SSID) WiFi pre Teba a
poskytovat internetovid konektivitu s minimalnou rychlostou stahovania 30 Mbps.

lll. Termin plnenia

Najneskér do 12 mesiacov odo dria nadobudnutia Géinnosti zmluvy v zmysle &l. XI. Zavereéné ustanovenie
bod 2, odovzdanim diela objednévatelovi.

IV. Miesto plnenia / realizicie predmetu zmluvy

Miestom dodania t.j. miesto realizacie predmetu zmluvy je obec Kva3ov, Kvasov 174, 02062 Kvasov.
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V. Dohodnuta cena

Cena bez DPH: 8729,00 €
DPH 20%: 1745,80 €
Cena celkom: 10474,80 €

VI. Platobné podmienky, fakturacné podmienky a sankcie

1. Predmet obstaravania bude realizovany bez preddavkov a platba bude zhotovitelovi poukdzana na
zaklade vykonanych prac po odovzdani tovaru a ukonceni prac. Odovzdanie tovarov obe strany
potvrdia podpisanim protokolu o odovzdani predmetu plnenia. Protokol o odovzdani a prevzati
zmluvné strany podpisu po Uspesnom vykonani skisky funkénosti vybudovaného WiFi systému.

2. Dohodnuta cena v rozsahu uvedenom v ¢lanku V. tejto zmluvy, bude zhotovitelovi uhradena na Uéet
v plnej vyske, a to najneskdr do 15 dni od pripisania financnych prostriedkov z platobnej jednotky MF
SR na Ucet objednavatela.

3. Vpripade, ak objednavatel neuhradi dohodnutt a fakturovani cenu v lehote splatnosti faktiry, je
zhotovitel od prvého dria omeskania opravneny poZadovat od kupujlceho trok z omeskania vo vyske
0,05% za kazdy defi omeskania.

4. Prilohou faktdry bude supis vykonanych prac a dodavok.

5. V cene predmetu zmluvy su zahrnuté vietky prace a dodavky poZadované podmienkami a podkladmi
na vyber zhotovitela.

6. Objednavatel si vyhradzuje préavo neprevziat predmet obstardvania od zhotovitela v pripade, Ze
nebude zrealizovany v dohodnutom rozsahu.

7. V pripade omeskania s plnenim predmetu obstardvania zo strany zhotovitela, si objednavatel méze
uplatnit narok na thradu zmluvnej pokuty vo vyske 0,05 % z omeskanej ceny bez DPH, za kazdy den
omeskania zo strany zhotovitela.

8. V pripade nedodrzania stanoveného terminu na odstranenie chyb zhotovitelom, ma objednévatel
pravo pozdriat platbu za vykonané prace po dobu odstranenia chyb, pricom vzniknuté naklady bude
znasat zhotovitel.

9. Faktura — dariovy doklad musi obsahovat vietky ndleZitosti stanovené platnymi pravnymi predpismi.
Prilohou faktury budi rozpisané vietky nakladové polozky na kazdy typ Access Point (pristupovy bod
- AP) zvlast.

10. Objednavatel’ je oprdvneny kontrolovat vykonavanie diela a upozorfiovat dodévatela na vady
vzniknuté chybnym vykonavanim diela.

11. Objednavatel sa zavdzuje informovat dodavatela bez zbytotného odkladu o vietkych skutoénostiach
potrebnych pre ¢innost dodavatela a véas mu oznamovat vietky zmeny a délezité okolnosti, ktoré
mo&zu mat vplyv na jeho &innost podla zmluvy.
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VII. Povinnosti zhotovitela
1. Zhotovitel sa zavdzuje poskytnut tovary v zmysle dohodnutych podmienok a platnych predpisov.

2. Zhotovitel zodpoveda za to, Ze pri realizacii diela sa nepouZije material, o ktorom je vdobe
zabudovania zndme, Ze je Skodlivy.

3. Zhotovitel zodpoveda za individudlnu bezpeénost svojich pracovnikov a ich vybavenie ochrannymi
pomdckami podla predpisov BOZP Zhotovitel je pri odovzddvani predmetu obstarania povinny
predloZit objednavatelovi certifikdty od pouZitych materidlov a zariadeni a protokol o skuskach
funkénosti.

4. Zhotovitel je pocas zaruénej doby povinny po pisomnom oznameni objednavatela reagovat na
pripadné reklamované (skryté) chyby, a to do 3 dni od obdrZania oznamenia.

5. V pripade, Ze zhotovitel neodstrani vady reklamované v zarucnej lehote, je objednavatel opravneny
nechat tieto vady odstrénit tretou osobou a naklady vyGctovat zhotovitelovi. Zhotovitel sa zavazuje
tieto naklady uhradit v plnej vyske do 21 kalendéarnych dni odo dia obdrzania faktury, ktorou mu boli
tieto naklady vyuctované.

6. Zhotovitel sa zavézuje udrziavat na stavenisku poriadok.

7. Zhotovitel zodpoveda za dodrzanie bezpeénostnych predpisov a pozZiarnej ochrany, zodpoveda za
pripadné Skody na majetku vzniknuté pri vykone prac.

8. Zhotovitel zabezpeéi zneskodnenie vietkych vzniknutych odpadov v sulade so zakonom €. 223/2001
Zb. o odpadoch, u opravnenych poskytovatelov takejto sluzby.

9. Zhotovitel sa zavazuje vykonat tkony, ktoré si predmetom tejto zmluvy na zédklade technickych
poziadaviek podla Vyzvy na predkladanie pontk ,Dodanie bezdrotovych pristupovych bodov na
verejnych priestranstvach v ramci obce”.

10. Zhotovitel je povinny bez meskania informovat objednavatela o vzniku akejkolvek udalosti, ktora
brani alebo stazuje realizaciu predmetu diela s dosledkom prediZenia éasu pinenia.

11. Pristupové body, ktoré budd umiestnené na uvedenych verejnych priestranstvach musia spliat
minimalne nasledujtce technické parametre:

a. Kompaktné dvojpasmové WiFi zariadenia (2,4 GHz — 5 GHz), ktoré su certifikované pre
eurdpsky trh.

b. Zivotny cyklus pouZitych produktov vy33i ako 5 rokov.
c. Stredna doba medzi poruchami (MTBF) minimalne 5 rokov.

d. Moinost centralneho manaZmentu pre riadenie, monitoring a konfigurdciu siete (single point
of management).

e. Sulads,802.11ac Wave |, Institute of Electrical and Electronics Engineers” (IEEE) Standardom.
f.  Podpora 802.1x IEEE Standardu.

g. Podpora 802.11r IEEE $tandardu.
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h. Podpora 802.11k IEEE Standardu.
i. Podpora802.11v IEEE $tandardu.
j- Schopnost AP obsluhovat naraz aspofi 50 roznych uZivatelov bez znizenia kvality sluzby.
k. Minimalne 2x2 MIMO (multiple-input-multiple-output).
. Sulad s Hotspot 2.0 (Passpoint WiFi Alliance certification program).
12. Pristupové hody budd umiestnené:
a. Materskd Skola, Externy AP (49.0673370443604 : 18.2265362034079)
b. Kultdrny dom, Externy AP (49.0668481942586 ; 18.2282601354738)
c. Stlpihrisko, Externy AP (49.0613061994116 ; 18.236552249119)
d. Dom smiutku, Externy AP (49.0764599074077 ; 18.2223078277109)
e. Zastavka Mociare, Externy AP (49.0828135938616 : 18.2193470982036)
f. Zastavka Prid centrum obce, Externy AP (49.0694059156862 ; 18.226506708842)
g. Zastavka Pavlik, Externy AP (49.0630698813296 ; 18.2351433923 131)
VIII. Povinnosti objednavatela

1. Objedndvatel vykony prac, uvedenych v &lanku Il tejto zmluvy, preberie na zaklade preberacieho
protokolu.

2. Objednavatel sa zavazuje spristupnit priestory zhotovitelovi pre téely vyhotovenia projektu.

3. Objednavatel je opravneny bez akychkolvek sankeii odsttpit od zmluvy s dodavatelom/zhotovitelom
v pripade, kedy este nedoSlo k plneniu zo zmluvy medzi Ziadatelom/prijimatelom a
dodévatelom/zhotovitelom a vysledky kontroly riadiaceho organu (RO) neumoZfiuju financovanie
vydavkov vzniknutych z verejného obstaravania, ktoré bolo/je predmetom kontroly zo strany RO
v plnom rozsahu.

IX. Vieobecné dodacie podmienky

1. Zérucna doba tykajlca sa poskytnutych tovarov zaéina plynat diiom podpisania Protokolu o odovzdani
a prevzati zodpovednymi zastupcami zmluvnych stran a je 24 mesiacov.

2. Zhotovitel nezodpoveda za pripadné poskodenia tretou osobou po jeho odovzdant.

3. Objednavatel sa zavédzuje v pripade zistenia vad diela pisomne ozndmit bez zbytocného odkladu
zhotovitelovi, Ze uplatfiuje zodpovednost za vady, pricom je povinny pisomne uviest: popis vad diela,
rozsah vad diela, ¢as zistenia vad diela.

4. Objedndvatel nadobudne vlastnicke pravo k zhotovenému dielu az plnym zaplatenim dohodnute;j
ceny podla ¢lanku V. tejto zmluvy.

X. Ukoncenie zmluvy

1. Zmluvné strany sa dohodli, Ze tito zmluvu je mozné ukondit:
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a. vzajomnou pisomnou dohodou zmluvnych stran ku diiu uvedeného v pisomnej dohode;
odstipenim od zmluvy dodavatelom alebo objedndvatelom v pripade podstatného porudenia
niektorého z ustanoveni tejto zmluvy. Za podstatné porusenie zmluvnej povinnosti sa bude povazovat
nedodrzanie zdvdzku poskytnutia predmetu plnenia v dohodnutom mnoZstve, kvalite a éase
doddvatelom. Utinky odstipenia nastdvaji dfiom dorugenia pisomného vyhotovenia tohto
jednostranného pisomného pravneho dkonu druhému Géastnikovi.

Xl. Zaverecné ustanovenie

1. Akékolvek zmeny alebo doplnky k tejto zmluve st pre zmluvné strany zadvazné iba vtedy, ak su
vyhotovené v pisomnej podobe ako dodatok zmluvy a obojstranne podpisané. Pravne vztahy
neupravené touto zmluvou sa riadia prislusnymi ustanoveniami Obchodného zékonnika.

2. Zmluvné strany sa zavdzuju, Ze si pri plneni zavizkov vzniknutych z tejto zmluvy vzajomne poskytnu
nevyhnutnt sacinnost.

3. Tato zmluva nadoblda platnost diiom jej podpisu zmluvnymi stranami a jej zverejnenim v zmysle
platnych pravnych predpisov. Zmluva so zhotovitelom nadobida uéinnost po spineni odkladacej
podmienky, ktora spociva vtom, Ze déjde kschvéleniu procesu verejného obstaravania v plnom
rozsahu, o ¢om bude dodavatel informovany.

4. Zmluvné strany vyhlasuju, Ze si tato zmluvu preéitali, jej obsahu porozumeli a na znak toho, 7e obsah
tejto zmluvy zodpoveda ich skutoénej a slobodnej véli, ju podpisali.

5. Zhotovitel je povinny strpiet wvykon kontroly (auditu) sudvisiaceho s dodavanym tovarom,
uskuto¢nenymi stavebnymi pracami a poskytnutymi sluzbami kedykolvek poéas platnosti a Géinnosti
Zmluvy, a to opravnenymi osobami a poskytnut im vietku potrebnu stginnost.

Opravnené osoby na vykon kontroly (auditu) s najma:

a. poskytovatel a nim poverené osoby,
Utvar néslednej finanénej kontroly a nimi poverené osoby,
Najvy33i kontrolny urad SR, prislusnad Spréva financnej kontroly, Certifikaény orgdn a nim
poverené osoby,

d. orgdn auditu, jeho spolupracujlce orgdny a nimi poverené osoby,

e. splnomocneni zastupcovia Eurépskej komisie a Eurépskeho dvora auditorov,

f. osoby prizvané orgdnmi uvedenymi v pism. a. aZ d. v stlade s prisluinymi pravnymi predpismi
Slovenskej republiky a Eurépskej tnie.

6. Nasledujuce prilohy tvoria neoddelitefnu stéast zmluvy.

1. Test splnenia technickych parametrov (TSTP) v ramci "Wifi pre Teba” rozdireny o konkrétne é&asti
technickych listov zodpovedajtcich relevantnému parametru,

2. Podrobny popis pristupového bodu (AP) s vazbou na finanéné limity,

3. Technické listy dodavanych aktivnych prvkov.

5

Internal Use - Confidential



Objednavatel

i Loy

V obci Kvagov diia . V..70 740

Zhotovitel

———

abce Kvasov k ._2Services, 5.r.0.



Test spinenia technickych parametrov (TSTP) v ramci "Wifi pre Teba"

TSTP slizi pre Ziadatela ako podklad pre §pecifikiciu riedenia spifiajicu minimaine technické parametre pozadovanych vyzvou.

Technické parametre rieenia s navrhnuté v silade so schvalenou Stidiou uskutoénitelnost hitps://metais finance.gov sk/studialdetall/8c95df2d-700e-47ce-a1b0-4ch3334b453ab=documents a musia splfial

poziadavky Robustného, Spofahlivého a Bezpecného produklu, ktory poskyine obéanom bezplatny pristup na internet prostrednictvom Wifl pripojenia.

1. Robusiny: definuje minimaine technické parametre Pristupového bodu (Access pointu), resp. ostatnéhe HW vybavenia,
2. Spolahlivy: definuje minimaine podmienky pre poskytnutie kvalitného intemetového pripojenia,
3. Bezpecny: definuje minimalne podmienky pre sietovd a fyzicku bezpeénost.

Upozernenie: vysledky tohto testu sluZia vyiugne pre polreby Ziadatefa a nie si zarukou vysledku v procese schvalovania Ziadosti o NFP.

Odkaz na relevantni éast’ Technickych listov (Ziadatel uvedie predmetn(
cast technickych listov, resp, iného relevantného zdroja zodpovedajiiceho

Otdzka é. Znenie otdzky konkrétnernu parametru) Odpoved’ (po kliknuti na bunku vyberte jednu z moZnost()

4 Kompaktné dvojpasmové WIFI zariadenia (2,4GHz - 5 GHz), kioré s strana 4 _ Access Point Type a CE cert. V prilozenych dalasheet pre produkty Ao

i certifkované pre eurdpsky trh? EWS357AP, ENH1350EXT, certifikél priloha RWFATTS79str1a 2
& Zivotny cyklus pouzitjeh produkdov vy88i ako 5 rokav? Ano, deklarované vyrobcom, Zéruka 5 rokov. Ano
3 Stredna doba medzi poruchami (MTEF) minimaine 5 rokov? strana 1. _V prilohe vypodty pre produkty EWS357AP, ENH1350EXT Ano
4 Moznost centréineho manazmentu pre riadenie, monitoring a konfiguréciu siete | strana 3_ 5 Papis v prilohe datasheely pre produkty EWS357AP, ENH1350EXT a Ko

! (single point of management)? dohladovy systém yKey

Sulad s 802.11ac Wave |, Institute of Electrical and Electranics Engineers"

. 5 \EEE) standardom? strana 4 _V prilohe datasheety pre produkty EWS357AP, ENH1350EXT Ano
8. Podpora 802.1x IEEE &tandardu? sirana 4 _ V prilohe datasheety pre produkly EWS357AP, ENH1350EXT Ano
T Podpora 802.11r IEEE &tandardu? strana 5 _ V prilohe datasheety pre produlty EWS357AP, ENH1350EXT Ano
8. Podpora 802.11k IEEE Slandardu? slrana 5 _V prilohe datasheety pre produkty EWS357AP, ENH1350EXT Ano
8. Podpora 802.11v IEEE 3tandardu? strana 5 _ V prilohe datasheaty pre produkty EWS357AP, ENH1350EXT Ang

10 Schopnost AP obsluhoval naraz aspofi 50 réznych uZivatelov bez zniZenia strana 5 _ Concurrent Users V prilohe datasheety pre produkty EWS357AP, =
) kvality sluzby? ENH1350EXT a dohledovy systém ezMaster/SkyKey
it Minimélne 2x2 MIMO {multiple-input-multiple-output)? Viz piloZené datasheety pro produkty EWS357AP, ENH1350EXT Anc
h ' =
12, Sulad s Holspol 2.0 (Passpoint WIFi Allance cerificalion program)? slrana 4_SU MU MIONQ Datasi ﬁ;:;uc:ukwv aV piilohe certifikdcie WiFi kit
Sugastou dodavky bude: projekiova dokumentacia ktord bude obsahovat sietové
zapojenie aktivnych prvkov siete s IP adresngm plénom, Simulaciu pokrytia
8, nriestoru, Meranie skutogného pokrytia, technicke listy aktivaych prvkov, funkény B, ¥ iz o donan to¥aroy Ano
popis a vyobrazenie obsahu holspot portalu s umiestnenym logom?
V3etky otdzky su zodpovedané
Minimalne technické podmienky su zadefinované
Pocet odpovedi "nie"

Poéet nezodpovedanych otazok




Priloha &. 1: Podrobny popis pristupového bodu (AP) s vizbou na finanéné limity (Uvedena priloha sa pri ZoP predklada iba v pripade, ak dodavatel rieSenia vystavi
faktaru vo vacsom polozkovom detaile ako je uvedené v prilohe €. 3 zmluvy o poskytnuti NFP (Rozpoéet projektu), ktory obsahuje ien samostatné polozky:

a. ,Externy pristupovy bod" (pocet)
b. ,Interny pristupovy bod" (pocet).

VysataZens suma Limi1':y podla Prirucky pre opravnenost’
Polozka Merni jednotka Podet Jednotkova cena albom \-fydavkov PO7 OPII pre dopytovo
jednotiek {v EUR bez DPH) (v EUR's DPH) orientované projekty ,Wifi pre Teba"
(max. suma za 1 AP v EUR s DPH)
|Externy pristupovy bod (AP) & 1 -10: (nevyplia sa) 1 500,00
Externy pristupovy bod ks 990,00 8316,00 (nevyplia sa)
InStalacia a konfiguracia AP ks 137,00 1150,80 (nevyplita sa)
SW manaZment AP ks 120,00 1008,00| {nevyplia sa)
Spolu bez DPH 8 729,00| (nevyplia sa)
Celkom 10 474,80}
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Enterprise WiFi System

Models: UAP. UAP-LR, UAP-Outdoor, UAP-Mini

Unlimited indoor/Outdoor AP Scalabilityin a
Unified Management System

150 - 300 Mbps 802.11b/g/n WiFi Technology

Intuitive UniFi Controller Software

Hotspot Management - Customization and U B I Q U lT I

Built-In Billing Options
NFTWORKS
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Overview

Scalable and Unified
Enterprise WiFi
Management

The UniFi Enterprise WiFi System is

a scalable enterprise access point
solution designed to be easily
deployed and managed. All UniFi
Access Point (AP) models (UAP-Mini,
UAP, UAP-LR and UAP-Outdoor) have
a sleek design and can be easily
mounted to a ceiling tile or wall using
the included mounting hardware.
They are powered using the included
Power over Ethernet (PoE) adapter,
which provides power and data using
a single cable.

The UniFi Enterprise WiFi System
includes the UniFi Controller software.
The software installs on any PC or
Mac within the network and is easily
accessible through any standard web
browser. Using the UniFi Controller
software, an Enterprise WiFi network
can be instantly configured and
administered without any special
training. Real-time status, automatic
UAP device detection, map loading,
and advanced security options are all
seamlessly integrated.

Features

Design Aesthetic industrial design
with unique LED provisioning ring
which provides an administrator
location tracking and alerts for each
device.

Powerful Hardware UniFi AP devices
feature the latest in WiFi 802.11n
technology (b/g/n supported)—
capable of 150 Mbps speeds (UAP-
Mini) and 300 Mbps speeds (UAF,
UAP-LR and UAP-Outdoor) with ranges
from 300 ft. (UAP-Mini), 400 ft. (UAP)
and 600 ft. (UAP-LR and UAP-Outdoor).

Intuitive UniFi Controller

Software Install, configure, and
manage all of your UniFi AP devices
with the intuitive and easy-to-learn
UniFi Controller software User
Interface (no special training needed).

Expandable Unlimited scalability.
Build wireless networks as small or big
as needed. Start with one (or upgrade
to a 3-pack) and expand to thousands
while maintaining a single unified
management system.

S5 www.ubnt.com/unifi

150 Mbps

300 Range

UniFi AP-Mini (UAP-Mini)

802.11n UniFi AP, our most affordable unit. Capable of 150+Mbps speeds and links
of up to 300 ft.

UAP-Mini available in single-pack

Included:

* Wall and Ceiling Mount Adapter Kit
« Power Over Ethernet Adapter
* UniFi Controller Software Installation CD

4001 Rangg

UniFi AP (UAP)

802.11n MIMO UniFi AP. Capable of 300+Mbps speeds and links of up to 400 ft.
UAP available in single-pack and 3-pack.

Included:

* Wall and Ceiling Mount Adapter Kit
» Power Over Ethernet Adapter
* UniFi Controller Software Installation CD



Overview

Features

Easy Mounting Sleek wall-mountable
and ceiling tile mountable design (all
accessories included).

Power over Ethernet (PoE) Includes
Power over Ethernet (PoE)
functionality which allows both power
and data to be carried over a single
Ethernet cable to the device.

Wireless Uplinks One wired UniFi AP
uplink supports 4 wireless downlinks
allowing wireless adoption of devices
and real-time changes to network
topology.

L3 Manageability With L3
Manageability, the UniFi Controller
software can be run in a different
subnet to the UniFi APs it manages,
allowing “no-touch” AP provisioning.

Hotspot Management All UniFi
APs include Hotspot functionality
including:

* Built-in support for billing
integration using major credit cards
via PayPal™,

* Built-in support for voucher-based
authentication.

Built in Hotspot Manager

for voucher creation, guest
management and payment refund.
= Full customization of Hotspot portal
pages.

0y

Rate Limiting Take advantage of
UniFi's rate limiting for your Guest
Portal and Hotspot package offerings.
Apply different bandwidth rates
(download/upload), limit total data
usage and limit duration of use.

Google Maps™ Integration Upload
your own custom-created coverage
maps or configure your map using the
built-in Google Maps APL

Email Alerts Enable delivery of
custom email alerts to your inbox to
report on any status changes in the
UniFi Controller software.

i

@
£
g
a
‘—
S
>

6001 Range

UniFi AP-Long Range (UAP-LR)

Link 50% further than the base model UAP with UAP-LR. 802.11n MIMO,
300+Mbps speeds, 600 ft range.

UAP-LR available in single-pack and 3-pack.

Included:

+ Wall and Ceiling Mount Adapter Kit
* Power Over Ethernet Adapter
= UniFi Controller Software Installation CD

UniFt «

600n Range

UniFi AP-Outdoor (UAP-Outdoor)

Take UniFi outdoors and link 509 further than the base model UAP with
UAP-Outdoor. Includes 2 external omni antennas and secondary Ethernet port.
802.11n MIMO, 300+Mbps speeds, 600 ft range.

UAP-Outdoor available in single-pack.

Included:

+ Wall and Ceiling Mount Adapter Kit
* Power Over Ethernet Adapter

o F A www.ubnt.com/unifh
= UniFi Controller Software Installation CD www.ub =
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UniFi Controller
Software

Packed with Features

After the UniFi Controller software

is installed on a Mac or PC, the UniFi
Controller can be accessed through
any device using a web browser. The
UniFi Controller allows the operator
to instantly provision thousands of
UniFi APs, map out networks, quickly
manage system traffic, and further
provision individual UniFi AP devices.

Users and Guests

Keep track and control access of
specific users/guests connected to
your network(s).

Remote Firmware Upgrade

Save time and effort by remotely
upgrading device firmware.

Guest Portal Support

Easy customization and advanced
options for Guest Portals including
authentication, Hotspot setup options
and the ability to run as an External
Portal Server.

Events and Alerts

UniFi makes it easy to view and set
up email delivery of alerts and recent
events on your network(s).

One UniFied Network

Option to create one large wireless
network across multiple APs that lets
users seamlessly roam.

Save money. Save time.

Unlike traditional enterprise WiFi
systems utilizing a hardware WiFi
Switch, UniFi uses a virtual client/
server application that requires zero
cost and no additional hardware.

= www.ubnt.com/unifi

Uinit

Upload map images of your location(s) for a visual
representation of your wireless network.

Statistics

UniFi organizes and visualizes your network(s) traffic in clear
and easy-to-read graphs.

Access Points (APs)

Easily install, configure, and manage all access points from one
location.



Extend Your Coverage

With the UniFi Controller software running in a NOC or in the cloud, administrators can extend and centrally manage wide
areas of indoor and outdoor coverage using any combination of UniFi AP devices.

Below are some examples of how UniFi APs can be deployed.

University/Industrial Campus

Corporate Buildings

Controller

Internet Cafe

Dorm or Residence Hotel

3 ormore
| UAPs / UAP-LRs O UAP/UAP-LR () UAP-Mini UAP-Outdoor

Extend Wirelessly Take advantage of wireless downlinking. One wired UniFi AP uplink supports 4 wireless downlinks
allowing wireless adoption of devices in their default state and real-time changes to network topology.

Manage Hotspots and Control Billing Use Hotspot to customize portal login pages and bill customers using major credit

cards via PayPal™. Or, set up a voucher-based authentication system using Hotspot Manager for voucher creation, user
administration, guest management and payment refunds.

S www.ubnt.com/unifi




Specifications

Unif | AP-Mini (UAP-Mini) Specifications

135x135x26em (LxWxH)

Weight 113 g (134 g with mounting kits)
Ports Ethernet {Auto MDX, autosensing 10/100 Mbps)
Buttons Reset
Antenmnias 1 Integrated
Wi Fi Standards 802.11 b/g/in®
Power Method Passive Power over Ethernet (12-24V)
Power Supply 24Y 0.5A Pot Adapter included
Maximum Power Consumption AW
Max TX Power 18 dBm
BSSID Up to four per radio
Power Save Supported
Wireless Security WEP, WPA-PSK, WPA-TKIF,

WPA2 AES, 802.11i
Certifications CE, FCC, IC
Mounting Wall/Ceiling (Kits included)
Operating Temperature 10t 70°C (14 to 158°F)
Operating Humidity 5 - 80% Condensing

TP i Advanced Traffic Management 84 : R 5
VLAN - 1 M  8021Q
Advanced QoS Per-user rate limiting
Guest traffic isolation Supported
WMM Voice, video, best effort, and background
Concurrent Clients 100+

Frequency
(MHz)
802.11n MCS0- MCS7 (6.5 Mbps to 150 Mbps), HT 20/40
802.11b 12,5511
802.11g 6,9,12, 18, 24, 36,48, 54

* 2.4GHz

C@rip

CERTIFIED"

SRS www.ubnt.com/unif



Specifications

UniFi AP (UAP) Specifications

Dimensions 20% 20 x 3.65cm

Weight 290 g (430 g with mounting kits)
Ports Ethernet (Auto MDX, autesensing 10/100 Mbps)
Buttons Reset
Antennas 2 integrated (supports 2x2 MIMO with spatial diversity)
Wi-Fi Standards 802.11 b/g/n®
Power Method Passive Power over Ethernet (12-24V)
Power Supply 24V 0.5A PoE Adapter included
Maximum Power Consumption aw
Max TX Power 20dBm
BSSID Up to four per radio
Power Save Supported
Wireless Security WEP, WPA-PSK, WPA-TKIP,
WPA2 AES, 802.11i
Certifications CE, FEC, IC
Mounting Wall/Ceiling (Kits included)
Operating Temperature -10t0 70°C (14 10 158°F)
Operating Humidity 5 - 809 Condensing
Advanced Traffic Management _ X
VLAN 802.1Q
Advanced QoS Per-user rate limiting
Guest traffic isolation Supported
WMM Voice, video, best effort, and background
Concurrent Clients 100+
Supported Data Rates (Mbps)
Frequency
{(MHz)
802.11n MCS0 - MCS15 (6.5 Mbps to 300 Mbps), HT 20/40
802.11b 1;2,55,11
802.11qg 6,9, 12,18, 24, 36,48, 54
* 24GHz
@D

S www.ubnt.com/unifi
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Specifications

Dimensions
Weight
Ports
Buttons
Antennas
Wi Fi Standards
Power Method

Power Supply

Maximum Power Consumption

Max TX Power
BSSID
Power Save

Wireless Security

Certifications
Mounting
Operating Temperature

Operating Humidity

VLAN

Advanced QoS
Guest traffic isolation
WMM

Concurrent Clients

_Unifi AF Long-flange (UAP LTI Spectications

20% 20X 3.65 cm
290 g (430 g with mounting kits)

Ethernet {Auto MDX, autosensing 10/100 Mbps}
Reset

2 Integrated (supports 2x2 MIMO with spatial diversity}
802.11 b/g/n*

Passive Power over Ethernet (12-24V}

24V 0.5A PoE Adapter included

oW

27 dBm

Up to four per radio

Supported

WEP, WPA-PSK, WPA-TKIP,

WPAZ AES, 802111

CE, FCC, IC

Wall/Ceiling (Kits included)

-10to 70°C (14 to 158° F)

5 - 80% Condensing

) Advanced Iraffic Management iy <3 ‘

802.1Q

Per-user rate limiting

Supported

Voice, video, best effort, and background
100+

Supported Data Rates (Mbps) '

Frequency
(MHz)

802.11n

802.11b

802.11g
*24GHz

C@ri)

CERTIFIED"

A www.ubnt.com/unif

MCS0 - MCS15 (6.5 Mbps to 300 Mbps), HT 20/40
1,2,55, 11
6,9, 12, 18, 24, 36, 48, 54




Specifications

Dimensions
Weight

Ports
Buttons

Antennas

Wi-Fi Standards
Power Method
Power Supply

Maximum Power Consumption

Max TX Power
BSSID
Power Save

Wireless Security

Certifications
Mounting

Operating Temperature
Operating Humidity

VLAN
Advanced QoS
Guest traffic isolation
WM

Concurrent Clients

trequency
(MHz)

802.11n
802.11b
802.11g
* 2.4GHz

CarFp

CERTIFIED"

Unifi AP-Outdoor (UAP-Outdoor) Specifications

17x8x3cm
0.5 kg without antennas
0.54 kg with antennas (2)

Ethernet (2) (Auto MDX, autosensing 10/100 Mbps)

Advanced Traffic Management

Supported Data Rates (Mbps)

Reset

(2) External 6 dBi omni antenna included

191 mm (Length), 13mm (Diameter)
502.11 b/g/n®

Passive Power over Ethernet (12 24V)
24V 1A Pok Adapier included

4.6 Watts

27 dBm

Up to four per radio

Supported

WEP, WPA-P5SK, WPA-TKIF,

WPA2 AES, 802.11i

CE, FCC, IC

Wall/Ceiling (Kits included)
-30t075°C (-22t0 167°F)

5 - 95% Condensing

802.1Q

Per-user rate limiting

Supported

Voice, video, best effort, and background

100+

MCSO - MC515 (6.5 Mbps to 300 Mbps), HT 20/40

UAP.Qutdoar

TR

12,55 11

6,9, 12, 18, 24, 36,48, 54

A www.ubnt.com/unifi
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TOUGHCable

OUTDOOR CARRIER CLASS SHIELDED @ LEVEL 1 @ LEVEL 2

Protect your networks from the most
brutal environments with Ubiquiti's
industrial-grade shielded Ethernet
cable, TOUGHCable.

Increase Performance Dramatically
improve your Ethernet link states,
speeds, and overall performance with
Ubiquiti TOUGHCables.

Extreme

Weatherproof TOUGHCables have
been built to perform even in the
harshest weather and environments,
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ESD Damage Protection Protect
your networks from devastating
electrostatic discharge (ESD) attacks.

Extended Cable

Support TOUGHCables have been
developed to have increased power
handling performance for extended
cable run lengths.

Bulletproof your networks

TOUGHCable is currently available

in two versions: Level 1 Shielding
Protection and Level 2 Shielding TOUGHCable Connectors

Protection.

Specifically designed for use with Ubiquiti TOUGHCables and available in
100 pe. bags, TOUGHCable Connectors protect against ESD attacks and Ethernet

Level 1 isa Category Se outdoor hardware damage while allowing rapid field deployment without soldering.
carrier-class shielded cable.

Lemebs o Calgany Seaiidont ESD ‘attacks are overvghelmingly the Use a grounded Ubiquiti Power
ool e ' 4 g i leading cause for device failures. over Ethernet (PoE) adapter along
femiii. A MRt i The diagram below illustrates th'e with Ubiquiti TOUGHCable and
additional shielding and is rated t,o areas vulnerable to ESD Attacks in a TOUGHCabi_e Connectors to effectively
defenseless network. protect against ESD attacks.

provide optimal performance on
Gigabit Ethernet networks.

Additional Information:

24 AWG copper conductor pairs

» 26 AWG integrated ESD drain wire
to prevent ESD attacks & damage

« PE outdoor-rated weatherproof OUTDOOR
jacket ) MAIN
< Multi-layered shielding ESD
* Available in 1000 ft (304.8 m) length 720 T“i?}.';%
no ESD Drain
LAN

SRS www.ubnt.com/toughcable
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TERMS OF USE: The Ubiquiti radio device must be professionally installed. Shielded Ethernet cable and earth grounding
must be used as conditions of product warranty, It is the installers responsibility to follow local country regulations
including operation within legal frequency channels, output power, and Dynamic Frequency Selection (DFS) requirements.

For further information, please visit www.ubnt.com.

All specifications in this document are subject to change without notice. MA091611

© 2011 Ubiquiti Networks, Inc. All rights reserved S www.ubnt.com




